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03646 Lampada LED Bulbo Lite A55 560lm 6000K 6W SEF 718 (22720) 15/01/2016

Laboratério de Fotometria
Intral S/A Industria de Materiais Elétricos
Travessa Rio Grande, 130
95098-750 - Caxias do Sul - RS

intral@intral.com.br

www.intral.com.br

Light Output Ratio: 100.0%

Luminaire Power: 6.089 W

SHR Nominal: 1.75 Calculated using the TM5
SHR Maximum: 1.75 finegridm ethod.

C Range: 0 - 360DEG yRange: 0 - 180DEG

C Interval: 10.0DEG Interval: 1.0DEG

Test Speed: HIGH Te&%ysgmdﬁMEREMNEJGmmmm BY SYSTEBMTWRI0/361361
Temperature:26DEG HiHomigit§B80%

Operators:Carlos Poloni Test Distance:14.500m [K=1.0000]

Test Date:15 January 2016 RemarmRemarks: 03646 Lampada LED Bulbo Lite A55 560lm 6000K 6W
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LUMINAIRE PHOTOMETRIC TEST REPORT
Test:U:220.0V 1:0.0310A P:6.089W PF:0.8935 Freq:59. 97Hz Lamp Flux:534.368x1 Im
NAME: 03646 Lampada LED Bulbo Lite A55 TYPE:LED Bulbo WEIGHT:0.083
SPEC.:560Im 6000K 6W DIM.: SERIAL No.:
MFR.: Intral SUR.: Shielding Angle:
DATA OF LAMP PHOTOMETRIC DATA Eff: 87.75 Im/W
MODEL 03646 Bulbo Lite Imax(cd) 63.34 S/MH(CO0/180) 1.56
NOMINAL POWER(W) | 6 LOR(%) 100.0 SIMH(C90/270) 1.51
RATED VOLTAGE(V) | 220 TOTAL FLUX(Im) 534.37 nUP,DN(CO0-180) 16.7,33.3
NOMINAL FLUX(Im) 534.368 CIE CLASS SEMI-D. nUP,DN(C180-360) 16.7,33.3
LAMPS INSIDE 1 nup(%) 33.3 CIBSE SHR NOM 1.75
TEST VOLTAGE(V) 220 ndown(%) 66.7 CIBSE SHR MAX 1.75
LUMINOUS INTENSITY DISTRIBUTION DIAGRAM T CO PLANE ISOLUX DIAGRAM (UNIT:Ix)
2(m)
— 1
3
-1+180 4 ) \
; /1]
: /
7t /
8
ol L1
10 L+
UNIT:cd 11
~— C0/180,238.2
C30/210,235.3 12
o — C60/240,231.3 0.0 45 9.0
AVERAGE BEAM ANGLE(50%):233.4 DIEGY/270:228.9 9.50 1,60 S(m)
7.90 - 130
- 6.30 0.7900
4.70 0.6300
- 320 0.4700

C Range: 0 - 360DEG
C Interval: 10.0DEG
Test Speed: HIGH
Temperature:26DEG

Operators:Carlos Poloni
Test Date:15 January 2016

yRange: 0 - 180DEG
Interval: 1.0DEG
Ted

3y Systdiv ENERHENEOGIDXEDY0AL Bl SYSTEM FRI0/361.361

HHuimigit§eB0%

Test Distance:14.500m [K=1.0000]
03646 Lampada LED Bulbo Lite A55 560lm 6000K 6W

RemarRemarks:
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ZONAL FLUX DIAGRAM

ZONAL FLUX DIAGRAM:

y co C45 C90 C135 C180 C225 C270 C315 Yy ¢zone totatal  %|utbliamiamp
1a0 662441 6@24483 6@2144 6@24483 6@2441 6@24483 6@2144 6@24483 0-10 550881 550831 1111111111
2@0 662995 6@2663 6@2000 6@2683 6@2985 6@2683 6@2000 6@2683 10- 20 1yrral 233666 4448344443
360 663222 6@2665 641777 6@2665 6@2665 6a1777 6@2665 20- 30 238999 522665 POBB599885
4a0 662588 6@2086 660985 6@2086 6@2086 660985 6@2086 30- 40 339189 991834 ¥7221%722
560 661668 660586 550088 660586 631688 660586 559088 660586 40- 50 447581 183944 261128611
660 559440 588024 588004 58594400 588004 586331 588024 50- 60 583220 192255 366386
700 556086 584446 584446 5566066 584446 522888 584446 60- 70 555388 228344 1465544655
880 581995 580322 488681 580322 531985 580322 448641 580322 70- 80 555449 383399 569955699
900 447088 455447 433385 485447 4F70838 AB54F7 4483885 455447 80- 90 582380 35862 6667766677
1D00 441770 400221 388700 400221 441770 400221 388700 400221 90-100 446788 4403300 [B5A47B544
1110 386122 334786 333441 334786 386122 334786 333441 334786 100-110 339700 442277 ff&28888288
120 380660 280322 288241 289322 3B06E0 289322 288221 280322 110-120 331887 AX 466 %88888«888
1B80 285114 22411 233144 224111 285144 224111 233184 22411 120-130 224063 483866 PA33398333
1840 220009 199224 188443 199224 2D0099 199224 188483 1P9224 130-140 156883 585544 Ws
1550 155449 114788 114009 114788 1554489 114788 114099 114788 140-150 100722 523611 ?8&5598&35
1B60 100290 100441 999380 100441 100990 100441 999380 100441 150-160 550928 582211 43996699966
1¥00 333886 334409 226880 334099 338886 334009 226890 334409 160-170 222299 583433 19001000
1B80 0 0 0 0 0 0 0 0 170-180 0.0731 533444 10001000
DEGS LUMINOUS INTENSITY:cd UNIT:Im
Conical surface Flux(90deg): 114.71 Im
%lum = 21.5%
%lamp = 21.5%
Conical surface Flux(120deg): 192.55 Im
%lum = 36.0%
%lamp = 36.0%
C Range: 0 - 360DEG yRange: 0 - 180DEG
C Interval: 10.0DEG Interval: 1.0DEG
Test Speed: HIGH Te&&ﬁgmmevemmm BY SYSTEM FRI0/361361
Temperature:26DEG H iHuimigity80%
Operators:Carlos Poloni Test Distance:14.500m [K=1.0000]

Test Date:15 January 2016 RemarmRemarks: 03646 Lampada LED Bulbo Lite A55 560lm 6000K 6W
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LUMINANCE LIMITATION CURVES

Test:U:220.0V 1:0.0310A P:6.089W PF:0.8935 Freq:59.

97Hz Lamp Flux:534.368x1 Im

NAME: 03646 Lampada LED Bulbo Lite A55 TYPE:LED Bulbo WEIGHT:0.083
SPEC.:560Im 6000K 6W DIM.: SERIAL No.:
MFR.: Intral SUR.: Shielding Angle:
LUMINANCE LIMITATION CURVES
GLARE CLASS ILLUMINANCE (Ix)
1.15 A 2000 1000 500 <=300
1.50 B 2000 1000 500 <=300
1.85 C 2000 1000 500 <=300
2.20 D 2000 1000 500 <=300
2.55 E 2000 1000 500 <=300
a b c d e i g h LUMINANCE cd/(m2)
G(DgsG) ab c d e f g h G(DEG) C0/180 | C90/270
= -8
16 85 1506 1381
75 - -4 80 791 726
—— — —
\\\\\i\ Z/h 75 553 510
65 — 1 70 433 401
\\\\ 65 362 336
55 — 60 314 292
— 55 280 262
45 1 50 254 239
8 1000 2 3 4 6 8 10000 2 3 4
C0/180 €90/270 LUMINANCE (cd/(m2)) 45 234 221
C Range: 0 - 360DEG yRange: 0 - 180DEG
C Interval: 10.0DEG Interval: 1.0DEG
Test Speed: HIGH Te&&&mﬁEREMM&D@M BY SYSTEM NRI0/361361
Temperature:26DEG H iHomigityB80%
Operators:Carlos Poloni Test Distance:14.500m [K=1.0000]
Test Date:15 January 2016 RemarRemarks: 03646 Lampada LED Bulbo Lite A55 560lm 6000K 6W
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CU AND LUMINAIRE BUDGETARY ESTIMATE DIAGRAM

Test:U:220.0V 1:0.0310A P:6.089W PF:0.8935 Freq:59. 97Hz Lamp Flux:534.368x1 Im
NAME: 03646 Lampada LED Bulbo Lite A55 TYPE:LED Bulbo WEIGHT:0.083
SPEC.:560Im 6000K 6W DIM.: SERIAL No.:
MFR.: Intral SUR.: Shielding Angle:
gec 3020 T 0D 0% 1% 0
o S 0% 0% | S E0% 10 | S0% 0% 10% | S0 30m 10% | S0 30% 1O0% | O
fgfc 2% 209 2% 20% 20% 0
RCRR RCR:Room Cavity Ratio Coefficients of Utilization(CU)
0@o 1111 11111 11111 (11085 11085 11085 | 983 0 .8 S8 | .2 .ee .8 | .M .7 .7 | 67
110 80 %84 7O | .86 7B 7B |77 70 66 | .64 61 8 | 5B B8 B\l | M5
220 7B 68 .6l | .71 .4 B8 | 2 SR Bl | B4 M40 M5 | 4B M8 RO | .
330 686 56 .40 | @l 3 M6 | B4 .47 Ml | 46 41 3 | .40 BB .\ | .28
440 SET T D | B4 4B 38 | 47 4D B | 4D 33> /O |33 W BB | .22
580 B0 M1 BA | .47 BB W | M1 BA 28 | 3B .} .25 |\ .26 .22 | .1
66.0 45 3B .20 | M2 .27 | [/ R 24 | 26 .21 |27 2B I | .1
700 M0 | 25 | .2 28 | W 2B .21 |29 28 IH |25 .20 1B | .1W
88.0 6 2B 22 | B 2B .21 | B .28 1B | 2B .21 1B | .28 1B 1M | IR
990 3 2% I ||l .23 I8 | .28 21 1% |24 I 1B |21 1% IR | .m
10000 B z2 1y |29 21 1% | 2% I 1% |22 1 1B |1 1 Iml | .09
LAMPS LUMINAIRE BUDGETARY DIAGRAM
50
40
30
20
i
7
10 » .
9 CONDITIONS
8 FLUX SO0
7 B=7]
6 - FACTOR 00720
§ Hdown 0.00m
S b7 T Hwork 0.00m
4 ma Ework(AVE) 1000ix
p (%) o wy | féc
3 /ﬁ 70 | 50 | 30
/ — |50 [ 30 [ 20
2 4]
10 20 30 40 50 70 100 200 300 500 700 1k 2k 3k 4k 5k 7k
AREA(m2)
C Range: 0 - 360DEG yRange: 0 - 180DEG
C Interval: 10.0DEG Interval: 1.0DEG
Test Speed: HIGH Te&@;ﬁymmEREMN}i}Gm{mmgﬂ;‘ﬁySYSTEMEMO/.SB].SGl
Temperature:26DEG H iHomigityB80%
Operators:Carlos Poloni Test Distance:14.500m [K=1.0000]

Test Date:15 January 2016 RemarRemarks: 03646 Lampada LED Bulbo Lite A55 560lm 6000K 6W
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WEC AND CCEC

Test:U:220.0V 1:0.0310A P:6.089W PF:0.8935 Freq:59. 97Hz Lamp Flux:534.368x1 Im
NAME: 03646 Lampada LED Bulbo Lite A55 TYPE:LED Bulbo WEIGHT:0.083
SPEC.:560lm 6000K 6W DIM.: SERIAL No.:
MFR.: Intral SUR.: Shielding Angle:
gcc 30028 % 500228 3 02700 10% 0
o e 3% 10% | S 3 10% | S0% I 10% | S0 3% 10% | S0% 3% 10%| O
fgfc 20% 20% 2% 2% 2% 0
RCR RCR:Room Cavity Ratio Wall Exitance Coeffcients(WEC)
omo

100 4488 2388 .00B5 44001 .2238 .00B3 |3BG8 .2211 .0867 |[33B8 .1PG5 .0BG3 |33D0 .1BBO .0GH8
220 3331 .1P22 0639 (3335 .1BES .0057 |3BGS5 .1¥D0 .0633 |27B8 1666 .0049 (2553 .1u43 .0045

330 3BO7 .1663 .0049 (2292 .1B57 .0047 |2B65 .1144 .0044 |2240 .1B22 .0040 (2277 .1P20 .0B37
440 2283 1142 0042 |2560 .1BB6 .0040 |[2335 .1PZ5 .0337 |22P2 1114 .0334 |[1P91 .1D@4 .0B22
580 2246 .1P#6 .0B%6 (2335 .1P20 .0B35 |[22P2 .11D0 .0332 |1P91 .1D01 .03R0 (1721 .08491 .0QZ7
6®0 2225 1183 .0322 [22¥4 .1DB8 .0331 |[1P33 .0099 .0229 |1rA3 .0880 .02%6 |1B55 .0882 .0024
700 2006 .1D02 .0220 |1D86 .00838 .0238 [1T77 .0B89 .02%6 1039 .0882 .0024 1142 .00724 .0Q@22
880 1991 .0033 .0226 |1B81 .0889 .0@%5 [1B@4 .0B32 .0033 | 1147 .0024 .0221 [1B31 .0B8G7 .0Q220
980 77 0386 .0224 |1B69 .0882 .0@33 [1B22 .05 .0041 |[1B37 .0&&8 .0220 [1P22 .0B62 .00B8

1D000 1665 .00P9 .022 |1B57 .00F6 .021 |1h42 .0070 .0220 |1P38 .0BG3 .00B8 |11¥4 .0857 .00E6

gec % % i3 020) 0z 1% 0
o S 3% 10| 5% 3% 10% | S50 B 10% | S0 3% 10% | S0% 3% 1% | O
fgc 20% 20% 20% 20% 20% 0
RCR RCR:Room Cavity Ratio Ceiling Cavity Exitance Coefficients(CCEC)

0@0 4444 4444 4444 |3BBO .3BBO .3BBO |29 .20 .2Z8O |1149 1149 .1¥49 |0048 .0048 .0048
1100 4444 4411 3322 [3BBO .33Z3 32O | 260 2243 .2277 |1BR0 .1¥41 .1BZ2 |0048 .0045 .0043

220 4488 .3B89 .3349 |3IF5 .3335 .3B01 2857 .2332 .2AT0 |[1848 .1B35 .1P33 0048 .0044 .0040

880 3394 3333 .2291 (3330 .2B80 2234 (2335 .2P03 .1B®0 |1B37 .1PR0 .1D07 [0G44 .0B39 .0BB6

:
:
-
g
:
:
:
-
3
:
:
:
:
:
:

C Range: 0 - 360DEG Range: 0 - 180DEG

C Interval: 10.0DEG yInterval: 1.0DEG

Test Speed: HIGH Te&@]ﬁymeiiMERERENEGID{ZDQM BY SYSTEM FRI0/361361
Temperature:26DEG H iHomigityB80%

Operators:Carlos Poloni Test Distance:14.500m [K=1.0000]

Test Date:15 January 2016 RemarRemarks: 03646 Lampada LED Bulbo Lite A55 560lm 6000K 6W
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UGR(Unified Glare Rating) Table

Test:U:220.0V 1:0.0310A P:6.089W PF:0.8935 Freq:59. 97Hz Lamp Flux:534.368x1 Im
NAME: 03646 Lampada LED Bulbo Lite A55 TYPE:LED Bulbo WEIGHT:0.083
SPEC.:560Im 6000K 6W DIM.: SERIAL No.:
MFR.: Intral SUR.: Shielding Angle:
ceiling/cavity 077 077 0055 0055 [002¢] 77 w77 (00159 (00159 (002¢]
walls 0% w33 0% w33 33 0056 (00)6¢] 0056 033 033
working plane (00773 (00773 (00773 (00773 w22 (00773 (00773 w2 w2 w2
Room dimensions Viviewedrosssseise VieWiveddevidwise
x= 2H y y 22H 8.7 9.9 9.4 10.7 11.5 8.4 9.6 9.1 10.4 11.2
3H 11.6 12.8 12.4 13.5 14.4 11.3 12.4 12.0 13.2 14.1
4H 13.3 14.4 14.0 15.1 16.1 12.9 14.0 13.6 14.7 15.6
6H 15.1 16.1 15.9 16.9 17.9 14.7 15.7 15.4 16.5 17.4
8H 16.1 171 16.9 17.9 18.9 15.6 16.6 16.4 17.4 18.4
12H 17.3 18.2 18.1 19.0 20.0 16.8 17.7 17.6 18.5 19.5
4H 2H2H 9.6 10.7 10.3 11.4 12.3 9.4 10.4 10.1 11.2 12.1
3H 12.7 13.6 13.4 14.4 15.4 12.4 13.3 13.2 14.1 15.1
4H 14.5 15.3 15.3 16.2 17.2 14.1 15.0 14.9 15.8 16.8
6H 16.5 17.3 17.3 18.1 19.1 16.1 16.9 16.9 17.7 18.7
8H 17.6 18.3 18.4 19.2 20.2 17.2 17.9 18.0 18.7 19.8
12H 18.9 19.5 19.7 20.4 21.4 18.4 19.1 19.2 19.9 21.0
8H 4H4H 15.1 15.8 15.9 16.7 17.7 14.8 15.6 15.7 16.4 17.4
6H 17.4 18.0 18.2 18.9 19.9 17.0 17.7 17.9 18.5 19.6
8H 18.7 19.2 19.5 20.1 21.2 18.3 18.9 19.2 19.8 20.8
12H 20.2 20.7 21.0 21.6 22.7 19.8 20.3 20.6 211 22.3
12H 4H4H 15.3 15.9 16.1 16.8 17.8 15.0 15.7 15.9 16.6 17.6
6H 17.6 18.2 18.5 19.1 20.2 17.4 17.9 18.2 18.8 19.9
8H 19.0 19.5 19.9 20.4 21.5 18.7 19.2 19.6 20.1 21.2
Variations with the observer position at spacings:
S =1.0H +46.0.1/6.0.1 +0.1/-0.1
1.5H + 040.20.30.3 +0.2/-0.3
2.0H + 0430.30.40.4 +0.3/-0.4
CIE Pub.117, 534.4 Im Total Lamp Luminous Flux Cor rect (8log(F/F0) = -2.2)

C Range: 0 - 360DEG Range: 0 - 180DEG

C Interval: 10.0DEG yInterval: 1.0DEG

Test Speed: HIGH Te&&yﬁgstdii\{ERENElNEGm{me BY SYSTEM FRI0/361361
Temperature:26DEG H iHomigityB80%

Operators:Carlos Poloni Test Distance:14.500m [K=1.0000]

Test Date:15 January 2016 RemarRemarks: 03646 Lampada LED Bulbo Lite A55 560lm 6000K 6W
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UTILIZATION FACTORS TABLE

Test:U:220.0V 1:0.0310A P:6.089W PF:0.8935 Freq:59.

97Hz Lamp Flux:534.368x1 Im

NAME: 03646 Lampada LED Bulbo Lite A55 TYPE:LED Bulbo WEIGHT:0.083
SPEC.:560lm 6000K 6W DIM.: SERIAL No.:
MFR.: Intral SUR.: Shielding Angle:
REFLECTANCE
Ceiling s s s 77 w77 w77 (0013 (0019 (0013 0
Walls 77 (00153 [00)5¢3 77 (001553 [005¢] 77 (001553 033 0
Working plane 2 w2 2 2 w2 w2 w2 w2 w2 0
ROOM INDEX UTTILLZ2A TONNFAOT DRSS PEROERNT) KKRR))X RCR % RCR = 5
k = 0.60 4141 28 20 39 27 20 37 26 19 12
00880 449 36 27 47 34 26 43 32 25 16
11000 %57 43 34 54 41 33 49 41 31 21
11225 B4 50 40 60 48 39 55 44 37 25
11550 55 46 65 53 44 59 49 41 28
22000 6 64 55 72 61 52 65 55 48 34
2580 a1 70 61 77 66 58 68 60 53 37
33000 885 75 66 80 71 63 71 64 58 40
44000 g1 81 74 85 77 70 76 69 64 44
55000 e 73 86 79 88 81 75 78 73 68 47
ROOM INDEX UF(total) Direct
According to DIN EN 13032-2 2004 Suspended SHRNOM =1.25

C Range: 0 - 360DEG

C Interval: 10.0DEG
Test Speed: HIGH

Temperature:26DEG
Operators:Carlos Poloni
Test Date:15 January 2016

yRange: 0 - 180DEG
Interval: 1.0DEG
Te&&yﬁgstdii\{ERENElNEGm{me BY SYSTEM FRI0/361361
HiHoimigity50%
Test Distance:14.500m [K=1.0000]
RemarRemarks: 03646 Lampada LED Bulbo Lite A55 560lm 6000K 6W
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ISOCANDELA DIAGRAM
Test:U:220.0V 1:0.0310A P:6.089W PF:0.8935 Freq:59. 97Hz Lamp Flux:534.368x1 Im
NAME: 03646 Lampada LED Bulbo Lite A55 TYPE:LED Bulbo WEIGHT:0.083
SPEC.:560Im 6000K 6W DIM.: SERIAL No.:
MFR.: Intral SUR.: Shielding Angle:
90 e " s e ey —— 10% 6.404
80 20% 12.81
— 30% 19.21
70 40% 25.62
/ \ —— 50% 32.02
60 60% 38.43
[ — 70% 44.83
50 / Sl I — \ — 80%51.23
—— 90% 57.64
40
T A
20
9 [ \
a 10 / \
g
g o f
: | |
i -10 \ /
>
AR /1]
-30
-40
-50 \ 1| 1 = /
-60
-70 AN o o e
Imax:64.04(H-27.0,V0.0)
-80 (At:C=350.0,Gamma=30.0)
1t UNIT: cd

-90
290 -80 -70 -60 -50 -40 -30 -20 -10 0 10 20 30 40 50 60 70 80 90
HORIZONTAL(DEG)

Range: 0 - 180DEG

C Range: 0 - 360DEG y

C Interval: 10.0DEG Interval: 1.0DEG

Test Speed: HIGH Te&@@mmmemmm BY SYSTEM FRI0/361361
Temperature:26DEG H iHomigityB80%

Operators:Carlos Poloni Test Distance:14.500m [K=1.0000]

Test Date:15 January 2016 RemarRemarks: 03646 Lampada LED Bulbo Lite A55 560lm 6000K 6W
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AAlI CURVES
Test:U:220.0V 1:0.0310A P:6.089W PF:0.8935 Freq:59. 97Hz Lamp Flux:534.368x1 Im
NAME: 03646 Lampada LED Bulbo Lite A55 TYPE:LED Bulbo WEIGHT:0.083
SPEC.:560Im 6000K 6W DIM.: SERIAL No.:
MFR.: Intral SUR.: Shielding Angle:
10 20 30 40 50 Ix
0.929 1.858 2.787 3.716 4.645 fc
1| eout 3 114.7 m Bave
3.281 —
//
3
0.843
5
16.4
7
p2.97
9
?9.53
m 4 2 0 2 4
ft 13.1234 6.5617 0.0000 6.5617 13.1234
Note:The Curves indicate the illuminated area and t he average
illumination when the luminaire is at differen t distance.

C Range: 0 - 360DEG yRange: 0 - 180DEG

C Interval: 10.0DEG Interval: 1.0DEG

Test Speed: HIGH Te&@yﬁgetdﬂv.EREmENEGmmm BY SYSTEBMTWRI0/361361
Temperature:26DEG H iHuimigity80%

Operators:Carlos Poloni Test Distance:14.500m [K=1.0000]

Test Date:15 January 2016 RemarmRemarks: 03646 Lampada LED Bulbo Lite A55 560lm 6000K 6W
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ISOLUX DIAGRAM

Test:U:220.0V 1:0.0310A P:6.089W PF:0.8935 Freq:59. 97Hz Lamp Flux:534.368x1 Im

NAME: 03646 Lampada LED Bulbo Lite A55 TYPE:LED Bulbo WEIGHT:0.083

SPEC.:560Im 6000K 6W DIM.: SERIAL No.:

MFR.: Intral SUR.: Shielding Angle:

77.1 38.5' 0.0’ 38.5' 77.1
96.4' —— 29.37m 30 0.0189Ix 0.001756fc
/ \ 5% 0.0315Ix 0.002927fc
il 23.50m ___ 10% 0.0630Ix 0.005854fc
30% 0.1890Ix 0.01756fc

57.8' 17.62m

38.5'

19.3'

0.0’

19.3'

38.5'

57.8'

77.1

96.4'

/ \ — 50% 0.3150Ix 0.02927fc
11.75m
/ \ 5.87m
0.00m
5.87m
\ / 11.75m

S 7

17.62m
23.50m
\\‘———//
29.37m
23.50m 11.75m 0.00m 11.75m 23.50m

MOUNTING HEIGHT: 33'(10.0m)

C Range: 0 - 360DEG Range: 0 - 180DEG

C Interval: 10.0DEG yInterval: 1.0DEG

Test Speed: HIGH Te&@@mmmemmm BY SYSTEM FRI0/361361
Temperature:26DEG H iHomigityB80%

Operators:Carlos Poloni Test Distance:14.500m [K=1.0000]

Test Date:15 January 2016 RemarRemarks: 03646 Lampada LED Bulbo Lite A55 560lm 6000K 6W
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LED Avg.L Report

Test:U:220.0V 1:0.0310A P:6.089W PF:0.8935 Freq:59. 97Hz Lamp Flux:534.368x1 Im
NAME: 03646 Lampada LED Bulbo Lite A55 TYPE:LED Bulbo WEIGHT:0.083
SPEC.:560Im 6000K 6W DIM.: SERIAL No.:
MFR.: Intral SUR.: Shielding Angle:
AvgL cd/m2
L_0~180(65)av 358
L_0~180(75)av 546
L_0~180(85)av 1488
L_90~270(65)av 339
L_90~270(75)av 513
L_90~270(85)av 1390
L_45(65)av 349
L_45(75)av 530
L_45(85)av 1437

Standard: GB/T 29293-2012

C Range: 0 - 360DEG Range: 0 - 180DEG

C Interval: 10.0DEG yInterval: 1.0DEG

Test Speed: HIGH Te&&yﬁgstdii\{ERENElNEGm{mmm BY SYSTEM FRI0/361361
Temperature:26DEG H iHomigityB80%

Operators:Carlos Poloni Test Distance:14.500m [K=1.0000]

Test Date:15 January 2016 RemarRemarks: 03646 Lampada LED Bulbo Lite A55 560lm 6000K 6W
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C Range: 0 - 360DEG

C Interval: 10.0DEG

Test Speed: HIGH
Temperature:26DEG
Operators:Carlos Poloni
Test Date:15 January 2016

yRange: 0 - 180DEG
Interval: 1.0DEG
Te&&yﬁgmdii\{ERENElNEGmmm BY SYSTEM FRI0/361361
HiHoimigity50%
Test Distance:14.500m [K=1.0000]
RemarRemarks: 03646 Lampada LED Bulbo Lite A55 560lm 6000K 6W
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LUMINOUS DISTRIBUTION INTENSITY DATA

Test:U:220.0V 1:0.0310A P:6.089W PF:0.8935 Freq:59. 97Hz Lamp Flux:534.368x1 Im
NAME: 03646 Lampada LED Bulbo Lite A55 TYPE:LED Bulbo WEIGHT:0.083
SPEC.:560Im 6000K 6W DIM.: SERIAL No.:
MFR.: Intral SUR.: Shielding Angle:
Table--1 UNIT: cd
C(DEG)
y(DEG) 0 10 20 30 40 50 60 70 80 90 | 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 62.2 |62.2 |62.2 |62.2 |62.2 |62.2 |62.2 |62.2 |62.2 |62.2 |62.2 |62.2 |62.2 |62.2 |62.2 |62.2 |62.2 |62.2 |62.2
5 624 |62.4 |625 |624 |62.3 |624 |62.2 |62.1 |62.2 |622 |62.2 |62.1 |62.2 |62.4 |623 |624 |625 |62.4 |62.4
10 62.4 |62.6 |62.6 |62.6 |62.4 [625 |62.2 |62.2 |623 |62.1 |62.3 [62.2 |62.2 |62.5 |62.4 |62.6 |62.6 |62.6 |62.4
15 62.7 |62.8 |629 |62.6 |62.6 [62.5 |62.3 |62.1 |62.3 |62.1 |62.3 [62.1 |62.3 |62.5 |62.6 |62.6 |629 |62.8 |62.7
20 63.0 [62.9 |63.0 [62.7 |62.7 [62.6 |62.4 |62.2 |62.2 |62.0 |62.2 [62.2 |62.4 |62.6 |62.7 |62.7 |63.0 [62.9 |63.0
25 63.1 |63.1 |63.1 [62.9 |62.7 [62.6 |62.4 |62.1 |62.0 |61.9 |62.0 [62.1 |62.4 |62.6 |62.7 |62.9 |63.1 [63.1 |63.1
30 63.2 |63.3 |63.1 [63.0 |62.7 [62.6 |62.3 |62.0 |619 |61.8 |619 [62.0 |62.3 |62.6 |62.7 |63.0 |63.1 [63.3 |63.2
35 63.2 |63.2 |63.0 (628 |62.6 [62.4 |62.1 |61.8 |61.6 |61.5 |61.6 (618 |62.1 |62.4 |62.6 |62.8 |63.0 (63.2 |63.2
40 629 |62.9 |62.8 |[62.6 |62.2 [61.9 |61.7 |61.2 |61.1 [60.9 |61.1 [61.2 |61.7 |61.9 |62.2 |62.6 |62.8 [62.9 |62.9
45 62.4 |625 |62.3 |61.8 |61.6 [61.3 |60.9 |60.6 |60.3 |60.1 |60.3 [60.6 |60.9 |61.3 |61.6 |61.8 |62.3 (625 |62.4
50 61.7 |61.6 |61.4 |61.1 |60.7 [60.4 |60.0 [59.6 |59.3 |59.1 |59.3 [59.6 |60.0 |60.4 |60.7 |61.1 |61.4 [61.6 |61.7
55 60.8 |60.6 |60.4 [59.9 |59.6 [59.3 |58.8 |58.4 |58.1 |57.8 |58.1 [58.4 |58.8 |59.3 |59.6 |59.9 |60.4 |60.6 |60.8
60 59.4 |59.3 |59.0 [58.6 |58.2 [57.9 |57.4 |56.9 |56.6 |56.3 |56.6 [56.9 |57.4 |57.9 |58.2 |58.6 |59.0 [59.3 |59.4
65 57.9 |57.7 |57.4 |56.9 |56.5 |56.2 |55.7 |55.2 |55.0 |54.8 |55.0 [55.2 |55.7 |56.2 |56.5 |56.9 |57.4 |57.7 |57.9
70 56.1 |56.0 |55.6 |55.2 [54.7 |54.3 |53.8 |535 |53.1 |52.9 |53.1 |53.5 |53.8 [54.3 |54.7 |55.2 |55.6 |56.0 |56.1
75 54.1 |54.0 |53.6 |53.1 |52.7 |52.3 |51.8 |51.4 |51.0 |[50.9 |51.0 [51.4 |51.8 |52.3 |52.7 |53.1 |53.6 [54.0 |54.1
80 52.0 |51.7 |51.4 |50.9 [50.5 |50.1 |49.6 |49.2 |48.9 |48.6 |48.9 |49.2 |49.6 [50.1 |50.5 |50.9 |51.4 |51.7 |52.0
85 49.6 |49.5 |49.1 |485 |48.1 |47.8 |47.3 |46.9 |46.5 |46.4 |46.5 |46.9 |47.3 |47.8 |48.1 |485 |49.1 |49.5 |49.6
90 47.1 |47.0 |46.6 |46.1 |45.7 |453 (447 (444 |44.1 |43.8 |44.1 |444 |447 |453 |45.7 |46.1 (46.6 |47.0 |47.1
95 445 |44.3 |43.9 |43.4 |43.0 |42.6 |42.2 |42.0 |41.6 |41.3 |41.6 |42.0 |42.2 |42.6 |43.0 |43.4 |43.9 |44.3 |445
100 41.7 |41.6 |[41.3 |40.8 |40.3 |40.1 [39.6 |39.2 [39.0 |38.7 [39.0 |39.2 [39.6 |40.1 |40.3 |40.8 |41.3 |41.6 |41.7
105 39.0 |38.8 [38.4 |38.1 |37.7 |37.3 [36.9 |36.6 [36.3 |36.1 [36.3 |36.6 [36.9 |37.3 |37.7 |38.1 |38.4 |38.8 [39.0
110 36.1 |36.0 [35.7 |353 |34.9 |346 [34.1 |339 [33.7 |334 [33.7 |339 [34.1 |346 [349 |353 |35.7 |36.0 [36.1
115 334 |33.2 |329 |325 |32.2 |320 (315 |31.3 |31.0 |30.9 |31.0 |31.3 [31.5 |32.0 [32.2 |325 |329 |33.2 [334
120 30.6 |30.5 [30.2 |29.9 |29.5 |29.2 [28.8 |28.6 [28.4 |28.2 |28.4 |28.6 [28.8 |29.2 [29.5 |29.9 |30.2 |30.5 |30.6
125 279 |27.7 |274 |27.1 |26.8 |26.6 [26.2 |26.0 |25.8 |25.7 |25.8 |26.0 [26.2 |26.6 |26.8 |27.1 |27.4 |27.7 |27.9
130 25.1 |25.1 [24.8 |245 |24.2 |24.0 [23.7 |234 |233 |23.1 |23.3 |234 [23.7 |24.0 |[24.2 |245 |248 |251 [25.1
135 226 |225 |223 |220 |21.7 |21.6 |[21.2 |21.0 [20.9 |20.7 |20.9 |21.0 [21.2 |21.6 |21.7 |22.0 |22.3 |225 |22.6
140 20.1 |20.0 [19.8 |19.6 |19.3 |19.1 [18.9 |18.7 |185 |184 |185 |18.7 [18.9 |19.1 |19.3 |19.6 |19.8 |20.0 |20.1
145 17.7 |17.7 |17.4 |17.2 |17.0 |16.9 |16.6 |16.5 |16.3 |16.2 |[16.3 |16.5 |16.6 |16.9 |17.0 |17.2 |17.4 |17.7 |17.7
150 155 |154 |15.2 |15.0 |149 |14.7 |145 |(143 |142 |141 |142 |143 |145 |14.7 |149 |15.0 (152 |154 |155
155 13.3 |13.3 |13.1 |129 |12.7 |12.7 |125 |12.4 |12.2 |121 (122 |12.4 |125 |12.7 |12.7 |129 |13.1 |13.3 |13.3
160 109 |11.0 |10.8 |10.7 |10.5 |10.3 |10.2 |10.1 |10.01 |9.93 (10.01 |10.1 |10.2 |10.3 |10.5 |10.7 |10.8 |11.0 |10.9
165 7.98 |8.15 |8.10 |7.98 |7.77 |752 |7.51 |7.44 |7.27 |7.24 |7.27 |7.44 |751 |752 |7.77 |7.98 |8.10 |8.15 |7.98
170 3.90 |4.04 |3.77 |3.72 |3.47 |3.34 [2.96 |2.93 |2.70 |2.69 |[2.70 |2.93 [2.96 |3.34 |3.47 |3.72 |3.77 |4.04 |3.90
175 0.00 |0.00 [0.00 |0.00 |0.00 |0.00 [0.00 |0.00 [0.00 |0.00 |0.00 |0.00 [0.00 |0.00 [0.00 |0.00 |0.00 |0.00 |0.00
180 0.00 |0.00 [0.00 |0.00 |0.00 |0.00 [0.00 |0.00 |0.00 |0.00 |0.00 |0.00 [0.00 |0.00 [0.00 |0.00 |0.00 |0.00 |0.00

C Range: 0 - 360DEG Range: 0 - 180DEG

C Interval: 10.0DEG yInterval: 1.0DEG

Test Speed: HIGH Te&&yﬁgstdii\{ERENElNEGm{me BY SYSTEM FRI0/361361
Temperature:26DEG H iHomigityB80%

Operators:Carlos Poloni Test Distance:14.500m [K=1.0000]

Test Date:15 January 2016 RemarRemarks: 03646 Lampada LED Bulbo Lite A55 560lm 6000K 6W
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LUMINOUS DISTRIBUTION INTENSITY DATA
Test:U:220.0V 1:0.0310A P:6.089W PF:0.8935 Freq:59. 97Hz Lamp Flux:534.368x1 Im
NAME: 03646 Lampada LED Bulbo Lite A55 TYPE:LED Bulbo WEIGHT:0.083
SPEC.:560Im 6000K 6W DIM.: SERIAL No.:
MFR.: Intral SUR.: Shielding Angle:
Table--2 UNIT: cd
C(DEG)
y(DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 62.2 |62.2 |62.2 |62.2 (622 |62.2 |62.2 |62.2 |622 |622 |62.2 |62.2 |62.2 |622 |62.2 |62.2 |62.2
5 62.4 |62.5 [62.4 |62.3 |62.4 |62.2 |62.1 |62.2 |622 |62.2 |62.1 [62.2 |62.4 |62.3 |62.4 |62.5 |62.4
10 62.6 |62.6 |62.6 |62.4 |62.5 |62.2 [62.2 |62.3 |62.1 |62.3 |62.2 |62.2 |625 |62.4 |62.6 |62.6 |62.6
15 62.8 |62.9 |62.6 |62.6 |625 [62.3 |62.1 |62.3 |62.1 |62.3 |62.1 |62.3 |625 |62.6 [62.6 |62.9 |62.8
20 62.9 |63.0 |62.7 |62.7 |62.6 |62.4 [62.2 |62.2 |62.0 |62.2 |62.2 |62.4 |62.6 |62.7 [62.7 |63.0 |62.9
25 63.1 |63.1 |62.9 |62.7 |62.6 [62.4 |62.1 |62.0 |61.9 |62.0 |62.1 |62.4 |62.6 |62.7 [62.9 |63.1 |63.1
30 63.3 [63.1 |63.0 |62.7 |62.6 [62.3 [62.0 |61.9 |61.8 |61.9 |62.0 |62.3 |62.6 |62.7 [63.0 |63.1 |63.3
35 63.2 |63.0 |62.8 |62.6 |62.4 |62.1 |61.8 |61.6 |61.5 |61.6 |61.8 |62.1 |62.4 |62.6 [62.8 |63.0 |63.2
40 62.9 |62.8 |62.6 |622 |61.9 |61.7 [61.2 |61.1 |60.9 |61.1 |61.2 |61.7 |61.9 |62.2 |62.6 |62.8 |62.9
45 62.5 |62.3 |61.8 |61.6 |61.3 [60.9 |60.6 |60.3 |60.1 |60.3 |60.6 |60.9 |61.3 |61.6 [61.8 |62.3 |62.5
50 61.6 |61.4 |61.1 |60.7 |60.4 [60.0 [59.6 |59.3 |59.1 |59.3 |59.6 |60.0 |60.4 |60.7 [61.1 |61.4 |61.6
55 60.6 |60.4 |59.9 |59.6 |59.3 |58.8 |58.4 |58.1 |57.8 |58.1 |58.4 |58.8 |59.3 |59.6 [59.9 |60.4 |60.6
60 59.3 |59.0 |58.6 |58.2 |57.9 |57.4 |56.9 |56.6 |56.3 |56.6 |56.9 |57.4 |57.9 |58.2 [58.6 |59.0 |59.3
65 57.7 |57.4 |56.9 |56.5 |56.2 |55.7 |55.2 |55.0 |54.8 |55.0 |55.2 |55.7 |56.2 |56.5 |56.9 |57.4 |57.7
70 56.0 |55.6 |55.2 |54.7 |54.3 |53.8 [53.5 |53.1 |52.9 |53.1 |53.5 |53.8 |54.3 |54.7 [55.2 |55.6 |56.0
75 54.0 |53.6 |53.1 |52.7 |52.3 |51.8 |51.4 |51.0 |50.9 |51.0 |51.4 |51.8 |52.3 |52.7 [53.1 |53.6 |54.0
80 51.7 |51.4 |50.9 |50.5 |50.1 |49.6 [49.2 |48.9 |48.6 |48.9 |49.2 |49.6 |50.1 |50.5 [50.9 |51.4 |51.7
85 495 |49.1 | 485 |48.1 |47.8 |47.3 |46.9 |465 |46.4 |46.5 |46.9 |47.3 |47.8 |48.1 |485 |49.1 |49.5
90 47.0 |46.6 |46.1 |45.7 |453 |44.7 |44.4 |44.1 |43.8 |44.1 |44.4 |447 |453 |45.7 |46.1 |46.6 |47.0
95 443 |43.9 |43.4 |43.0 |42.6 |422 |42.0 |41.6 |41.3 |41.6 |42.0 |42.2 |42.6 |43.0 |43.4 |43.9 |44.3
100 41.6 |41.3 |40.8 |40.3 |40.1 |[39.6 |39.2 |39.0 [38.7 [39.0 |39.2 |39.6 |40.1 |40.3 |40.8 |41.3 |41.6
105 38.8 |38.4 |381 |37.7 |37.3 [36.9 |36.6 |36.3 [36.1 |36.3 |36.6 |36.9 |37.3 |37.7 |38.1 |38.4 |38.8
110 36.0 |35.7 |353 |34.9 [34.6 (341 |33.9 |33.7 [334 [33.7 |33.9 |34.1 |34.6 |349 |353 357 |36.0
115 33.2 |32.9 |325 |32.2 [32.0 |315 |31.3 |31.0 [30.9 |31.0 |31.3 |31.5 |32.0 |32.2 |325 329 |33.2
120 30.5 |30.2 |29.9 |29.5 [29.2 |28.8 |28.6 |28.4 [28.2 |284 |286 (288 |29.2 [29.5 [29.9 |30.2 |30.5
125 27.7 |27.4 |27.1 |26.8 |26.6 |26.2 |26.0 |25.8 |257 |25.8 |26.0 |26.2 |26.6 |26.8 |27.1 |27.4 |27.7
130 25.1 |24.8 |245 |24.2 |24.0 (237 |23.4 |23.3 [23.1 233 |23.4 |23.7 |24.0 |24.2 |245 (248 |25.1
135 225 |22.3 |220 |21.7 |21.6 |21.2 |21.0 |20.9 |[20.7 |20.9 |21.0 |21.2 |21.6 |21.7 |22.0 |22.3 |225
140 20.0 |19.8 |19.6 |19.3 |19.1 |18.9 |18.7 |185 [18.4 |185 |18.7 (189 |19.1 |19.3 |19.6 |19.8 |20.0
145 17.7 |17.4 |17.2 |17.0 |16.9 |16.6 |16.5 |16.3 |16.2 |16.3 |16.5 |16.6 |16.9 |17.0 |17.2 |17.4 |17.7
150 154 |152 |15.0 |14.9 [14.7 |145 |143 |142 |141 |14.2 |143 |145 |14.7 149 |150 |152 |15.4
155 13.3 |13.1 |12.9 |127 |12.7 |125 |124 |122 |12.1 [12.2 |12.4 |125 |12.7 |12.7 |129 |[13.1 |13.3
160 11.0 |10.8 |10.7 |10.5 |[10.3 |10.2 |10.1 [10.01 |9.93 [10.01 |10.1 |10.2 |10.3 |10.5 |10.7 |10.8 |11.0
165 8.15 |8.10 |7.98 |7.77 |7.52 |7.51 |7.44 |7.27 |7.24 |7.27 |7.44 |751 |7.52 |7.77 |7.98 |8.10 |8.15
170 404 |3.77 |3.72 |3.47 |3.34 |2.96 |2.93 [2.70 |2.69 |2.70 |2.93 |2.96 |3.34 |3.47 |3.72 |3.77 |4.04
175 0.00 |0.00 |0.00 |0.00 |0.00 {0.00 |0.00 |0.00 |0.00 |0.00 |0.00 |0.00 |0.00 |0.00 |0.00 |0.00 |0.00
180 0.00 |0.00 |0.00 |0.00 |0.00 {0.00 |0.00 |0.00 |0.00 |0.00 |0.00 |0.00 |0.00 |0.00 |0.00 |0.00 |0.00
C Range: 0 - 360DEG yRange: 0 - 180DEG
C Interval: 10.0DEG Interval: 1.0DEG
Test Speed: HIGH Te&&yﬁgstdii\{ERENEleemmm BY SYSTEM NRI0/361361
Temperature:26DEG H iHomigityB80%
Operators:Carlos Poloni Test Distance:14.500m [K=1.0000]
Test Date:15 January 2016 RemarRemarks: 03646 Lampada LED Bulbo Lite A55 560lm 6000K 6W



